BLADEA 


Industrial T5 Luminaire 
with Symmetric 
Reflector 


DAOC EFA 


Type: An industrial T5 luminaire with symmetric reflector for use in retail and commercial applications. 
Specification: Specular aluminium reflector. 

IP23 rated body is made of galvanised steel sheet. 

Luminaire is plastic-wrapped and boxed individually. 


Installation: Surface luminaire is designed to be fixed to ceiling of any type or suspended. 
Application: Indoor. For use in warehouse, production facilities, halls, logistics centers, shops and other facilities. 
Overall dimensions Lamp (W) and System power, A 
(LxWxH), mm socket Weight ke 
Blade A 128 U97 Deluxe* 1250x141x88 1x28 (G5) 30 3 
Blade A 154 U98 Deluxe* 1250x141x88 1x54 (G5) 58 3 
Blade A 228 U99 Deluxe* 1250x141x88 2x28 (G5) 60 3 
Blade A 254 Z02 Deluxe* 1250x141x88 2x54 (G5) 116 3 
Blade A 135 Z03 Deluxe 1550x141x88 1x35 (G5) 38 3,6 
Blade A 149 Z04 Deluxe 1550x141x88 1x49 (G5) 53 3,6 
Blade A 180 Z05 Deluxe 1550x141x88 1x80 (G5) 85 3,6 
Blade A 235 Z06 Deluxe 1550x141x88 2x35 (G5) 75 3,6 
Blade A 249 Z07 Deluxe 1550x141x88 2x49 (G5) 104 3,6 
Blade A 280 Z08 Deluxe 1550x141x88 2x80 (G5) 170 3,6 
*- Blade A with 28/54W T5 tubes is subject to minimum quantity 
Options available on request: BLADE A 249 Z07 DELUXE 
DIM- Dimmable ballast g ioe 
SDIM- — Switch-control/dimming de al 
DALI- DALI ballast 
5TB- 5 way terminal block with two holes (for in and out going cable) as je 
Deluxe- Specular reflector 
1LIN- Through wiring 3x1.5 mm? with two push-in terminals pe w 
3LIN- Through wiring 5x1.5 mm? with two push-in terminals | 19 
1LIN2,5- Through wiring 3x2.5 mm? with two push-in terminals } 
3LIN2,5- Through wiring 5x2.5 mm? with two push-in terminals as Js as 
ck ciso —— 090 - C270 
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